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HTM SS Metallic mag drive 
centrifugal pumps

HTM SS Pompe centrifughe 
a trascinamento magnetico 
in metallo

50 HZ-2900 RPM CURVES - CURVE 50 HZ-2900 RPM

STANDARD
 

OPTIONAL

STANDARD
 

OPTIONAL
 

 
 
 
 
 
 

HTM PP/ PVDF
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MAG-DRIVE 
CENTRIFUGAL 

PUMPS

 Q max: 50 m3/ h - H max: 32 mlc

 Materials: PP / PVDF

HTT

REGENERATIVE 
MAG-DRIVE 

TURBINE PUMPS

 Q max: 8 m3/ h - H max: 34 mlc

 Materials: PP / PVDF

HPP - HPF

MAG-DRIVE 
VANE PUMPS 

SELF-PRIMING

 Q max: 400 l/ h - H max: 5 bar

  Materials: PP / PVDF

HCO

MECHANICAL SEALED
CENTRIFUGAL PUMPS

 Q max: 60 m3/ h - H max: 38 mlc

 Materials: PP / PVDF

PVA

VERTICAL 
CENTRIFUGAL PUMPS

 Q max: 30 m3/ h - H max: 34 mlc

 Materials: AISI 316 / TITANIUM

HTF

DRUM PUMPS

 Q max: 130 l/ min - H max: 22 mlc

 Materials: AISI 316 / PP / PVDF

HTM SS

HTA

REGENERATIVE 
MAG-DRIVE

TURBINE PUMPS

 Q max: 7 m3/ h - H max: 85 mlc

 Materials: AISI 316 L  / HASTELLOY-C / TITANIUM

HTP

ROTARY VANE 
MAG-DRIVE PUMPS 
DRY SELF-PRIMING

  Q max: 2000 l/ h - H max: 12 bar

 Materials: AISI 316 L / HASTELLOY-C / TITANIUM

VPM / VPS / VPL

LIQUID RING 
VACUUM PUMPS

 Q max: 450 m3/ h - H max: 33 mbar

 Materials: AISI 316/316 L SS / ALLOY 20
HASTELLOY-C / TITANIUM

HVL

VERTICAL 
CENTRIFUGAL PUMPS 

OPEN IMPELLER

  Q max: 55 m3/ h - H max: 36 mlc

 Materials: PP / PVDF

W 01

WATTMETRIC RELAY

DRY-RUNNING 
PROTECTION

RANGE OF PRODUCTION - PANORAMA PRODUTTIVO
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MAG-DRIVE 
CENTRIFUGAL 

PUMPS

 Q max: 30 m3/ h - H max: 24 mlc

 Materials: AISI 316
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Le pompe centrifughe in metallo a trascinamento magnetico 
serie HTM SS sono realizzate in AISI 316 o, a richiesta, in altri 

-
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FEATURES CARATTERISTICHE

.gemmecotti.com

Le pompe centrifughe in metallo a trascinamento magnetico 
CARATTERISTICHE

50 HZ-1450 RPM CURVES - CURVE 50 HZ-1450 RPM
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HTM 6-10 SS316  EM-C 6-10 SS316 (ATEX VERSION)
DIMENSIONS - DIMENSIONI D’INGOMBRO

NOTE: DIRECTION OF ROTATION IS COUNTER CLOCKWISE
 AS SEEN WHEN FACING THE MOTOR.

PUMPS AVAILABLE THREADED OR FLANGED.

NOTA:  ROTAZIONE ANTIORARIA VISTA DAL MOTORE.

POMPE DISPONIBILI CON ATTACCHI FILETTATI O FLANGIATI.
 
PT 100 NOZZLE ONLY FOR ATEX PUMPS
PT 100 SOLO PER POMPE ATEX

 

PUMP
TYPE

FLANGES DIMENSIONS - mm -

 R S T U V Z DNs DNd 

  HTM 6 SS316 75 105 14 14 85 115 25 20
  
  HTM 10 SS316 85 115 14 18 110 150 40 25

  
  215 46 45 89 160

  232 44 50 98 200

PUMP
TYPE

MOTOR
FLANGE
B3 - B5

POT.
kW

DIMENSIONS - mm -

 A B C D E F G H I ~ L M N O P Q

1”
FEMALE

  
   HTM 6 SS316 G 71 B 0,55 137 194 112 90 71 24 57 4 

HTM 10 SS316 G 80 B 1,1 143 212 125 100 80 20 69 7 

3/4”
MALE

1”
MALE

1”1/2
MALE

HTM 15-31 SS316  EM-C 15-31 SS316 (ATEX VERSION)
DIMENSIONS - DIMENSIONI D’INGOMBRO

HTM 6-10-15-31 SS 316 • EM-C 6-10-15-31 SS 316 (ATEX VERSION)
SECTION AND PARTS LIST - SEZIONE E LISTA PARTI

www.gemmecotti.com

 POS. 1 2 3 4 5 7 8 9 10 11 12 13

PART
DESCR.

SET
SCREWS

PUMP
HEAD

CASING
THRUST

BUSH

INT.
MAGNET

EXT.
MAGNET

O-RING SHAFT
+ RING

IMPELLER REAR
CASING

BRACKETSET
SCREWS

Materials AISI316AISI304
EPDM
VITON

PTFE
CARBON HC276 AISI316 AISI316 C40 AISI 304

ALUMINIUM
AISI316

PTFE
CARBON

BEARING
PUMP
TYPE

FLANGES DIMENSIONS - mm -

 R S T U V Z DNs DNd 

  HTM 15 SS316 110 153 18 18 125 168 50 40
  
  HTM 31 SS316 125 168 18 18 145 188 65 50

  
  255 66 56 135 200

  280 66 56 140 200

PUMP
TYPE

MOTOR
FLANGE
B3 - B5

POT.
kW

DIMENSIONS - mm -

 A B C D E F G H I ~ L M N O P Q

2” G.
MALE

  
   HTM 15 SS316 G 90 S 1,5 177 257 140 100 90 14 80 13
 
HTM 31 SS316 G 90 L 2,2 175 266 140 125 90 16 91 13 

1”1/2 G.
MALE
2”

MALE
2”1/2 G.

MALE

AISI316

NOTE: DIRECTION OF ROTATION IS COUNTER CLOCKWISE
 AS SEEN WHEN FACING THE MOTOR.

PUMPS AVAILABLE THREADED OR FLANGED.

NOTA:  ROTAZIONE ANTIORARIA VISTA DAL MOTORE.

POMPE DISPONIBILI CON ATTACCHI FILETTATI O FLANGIATI.
 
PT 100 NOZZLE ONLY FOR ATEX PUMPS
PT 100 SOLO PER POMPE ATEX
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HTM 6-10 SS316  EM-C 6-10 SS316 (ATEX VERSION)
DIMENSIONS - DIMENSIONI D’INGOMBRO

NOTE: DIRECTION OF ROTATION IS COUNTER CLOCKWISE
 AS SEEN WHEN FACING THE MOTOR.

PUMPS AVAILABLE THREADED OR FLANGED.

NOTA:  ROTAZIONE ANTIORARIA VISTA DAL MOTORE.

POMPE DISPONIBILI CON ATTACCHI FILETTATI O FLANGIATI.
 
PT 100 NOZZLE ONLY FOR ATEX PUMPS
PT 100 SOLO PER POMPE ATEX

 

PUMP
TYPE

FLANGES DIMENSIONS - mm -

 R S T U V Z DNs DNd 

  HTM 6 SS316 75 105 14 14 85 115 25 20
  
  HTM 10 SS316 85 115 14 18 110 150 40 25

  
  215 46 45 89 160

  232 44 50 98 200

PUMP
TYPE

MOTOR
FLANGE
B3 - B5

POT.
kW

DIMENSIONS - mm -

 A B C D E F G H I ~ L M N O P Q

1”
FEMALE

  
   HTM 6 SS316 G 71 B 0,55 137 194 112 90 71 24 57 4 

HTM 10 SS316 G 80 B 1,1 143 212 125 100 80 20 69 7 

3/4”
MALE

1”
MALE

1”1/2
MALE

HTM 15-31 SS316  EM-C 15-31 SS316 (ATEX VERSION)
DIMENSIONS - DIMENSIONI D’INGOMBRO

HTM 6-10-15-31 SS 316 • EM-C 6-10-15-31 SS 316 (ATEX VERSION)
SECTION AND PARTS LIST - SEZIONE E LISTA PARTI
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 POS. 1 2 3 4 5 7 8 9 10 11 12 13

PART
DESCR.

SET
SCREWS

PUMP
HEAD

CASING
THRUST

BUSH

INT.
MAGNET

EXT.
MAGNET

O-RING SHAFT
+ RING

IMPELLER REAR
CASING

BRACKETSET
SCREWS

Materials AISI316AISI304
EPDM
VITON

PTFE
CARBON HC276 AISI316 AISI316 C40 AISI 304

ALUMINIUM
AISI316

PTFE
CARBON

BEARING
PUMP
TYPE

FLANGES DIMENSIONS - mm -

 R S T U V Z DNs DNd 

  HTM 15 SS316 110 153 18 18 125 168 50 40
  
  HTM 31 SS316 125 168 18 18 145 188 65 50

  
  255 66 56 135 200

  280 66 56 140 200

PUMP
TYPE

MOTOR
FLANGE
B3 - B5

POT.
kW

DIMENSIONS - mm -

 A B C D E F G H I ~ L M N O P Q

2” G.
MALE

  
   HTM 15 SS316 G 90 S 1,5 177 257 140 100 90 14 80 13
 
HTM 31 SS316 G 90 L 2,2 175 266 140 125 90 16 91 13 

1”1/2 G.
MALE
2”

MALE
2”1/2 G.

MALE

AISI316

NOTE: DIRECTION OF ROTATION IS COUNTER CLOCKWISE
 AS SEEN WHEN FACING THE MOTOR.

PUMPS AVAILABLE THREADED OR FLANGED.

NOTA:  ROTAZIONE ANTIORARIA VISTA DAL MOTORE.

POMPE DISPONIBILI CON ATTACCHI FILETTATI O FLANGIATI.
 
PT 100 NOZZLE ONLY FOR ATEX PUMPS
PT 100 SOLO PER POMPE ATEX
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HTM 6-10 SS316  EM-C 6-10 SS316 (ATEX VERSION)
DIMENSIONS - DIMENSIONI D’INGOMBRO

NOTE: DIRECTION OF ROTATION IS COUNTER CLOCKWISE
 AS SEEN WHEN FACING THE MOTOR.

PUMPS AVAILABLE THREADED OR FLANGED.

NOTA:  ROTAZIONE ANTIORARIA VISTA DAL MOTORE.

POMPE DISPONIBILI CON ATTACCHI FILETTATI O FLANGIATI.
 
PT 100 NOZZLE ONLY FOR ATEX PUMPS
PT 100 SOLO PER POMPE ATEX
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   HTM 6 SS316 G 71 B 0,55 137 194 112 90 71 24 57 4 

HTM 10 SS316 G 80 B 1,1 143 212 125 100 80 20 69 7 

3/4”
MALE

1”
MALE

1”1/2
MALE

HTM 15-31 SS316  EM-C 15-31 SS316 (ATEX VERSION)
DIMENSIONS - DIMENSIONI D’INGOMBRO

HTM 6-10-15-31 SS 316 • EM-C 6-10-15-31 SS 316 (ATEX VERSION)
SECTION AND PARTS LIST - SEZIONE E LISTA PARTI
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B3 - B5

POT.
kW

DIMENSIONS - mm -

 A B C D E F G H I ~ L M N O P Q

2” G.
MALE
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NOTE: DIRECTION OF ROTATION IS COUNTER CLOCKWISE
 AS SEEN WHEN FACING THE MOTOR.

PUMPS AVAILABLE THREADED OR FLANGED.

NOTA:  ROTAZIONE ANTIORARIA VISTA DAL MOTORE.

POMPE DISPONIBILI CON ATTACCHI FILETTATI O FLANGIATI.
 
PT 100 NOZZLE ONLY FOR ATEX PUMPS
PT 100 SOLO PER POMPE ATEX
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HTM SS Metallic mag drive 
centrifugal pumps

HTM SS Pompe centrifughe 
a trascinamento magnetico 
in metallo

50 HZ-2900 RPM CURVES - CURVE 50 HZ-2900 RPM

STANDARD
 

OPTIONAL

STANDARD
 

OPTIONAL
 

 
 
 
 
 
 

HTM PP/ PVDF
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MAG-DRIVE 
CENTRIFUGAL 

PUMPS

 Q max: 50 m3/ h - H max: 32 mlc

 Materials: PP / PVDF

HTT

REGENERATIVE 
MAG-DRIVE 

TURBINE PUMPS

 Q max: 8 m3/ h - H max: 34 mlc

 Materials: PP / PVDF

HPP - HPF

MAG-DRIVE 
VANE PUMPS 

SELF-PRIMING

 Q max: 400 l/ h - H max: 5 bar

  Materials: PP / PVDF

HCO

MECHANICAL SEALED
CENTRIFUGAL PUMPS

 Q max: 60 m3/ h - H max: 38 mlc

 Materials: PP / PVDF

PVA

VERTICAL 
CENTRIFUGAL PUMPS

 Q max: 30 m3/ h - H max: 34 mlc

 Materials: AISI 316 / TITANIUM

HTF

DRUM PUMPS

 Q max: 130 l/ min - H max: 22 mlc

 Materials: AISI 316 / PP / PVDF

HTM SS

HTA

REGENERATIVE 
MAG-DRIVE

TURBINE PUMPS

 Q max: 7 m3/ h - H max: 85 mlc

 Materials: AISI 316 L  / HASTELLOY-C / TITANIUM

HTP

ROTARY VANE 
MAG-DRIVE PUMPS 
DRY SELF-PRIMING

  Q max: 2000 l/ h - H max: 12 bar

 Materials: AISI 316 L / HASTELLOY-C / TITANIUM

VPM / VPS / VPL

LIQUID RING 
VACUUM PUMPS

 Q max: 450 m3/ h - H max: 33 mbar

 Materials: AISI 316/316 L SS / ALLOY 20
HASTELLOY-C / TITANIUM

HVL

VERTICAL 
CENTRIFUGAL PUMPS 

OPEN IMPELLER

  Q max: 55 m3/ h - H max: 36 mlc

 Materials: PP / PVDF

W 01

WATTMETRIC RELAY

DRY-RUNNING 
PROTECTION

RANGE OF PRODUCTION - PANORAMA PRODUTTIVO
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MAG-DRIVE 
CENTRIFUGAL 

PUMPS

 Q max: 30 m3/ h - H max: 24 mlc

 Materials: AISI 316
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Le pompe centrifughe in metallo a trascinamento magnetico 
serie HTM SS sono realizzate in AISI 316 o, a richiesta, in altri 
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FEATURES CARATTERISTICHE
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Le pompe centrifughe in metallo a trascinamento magnetico 
CARATTERISTICHE

50 HZ-1450 RPM CURVES - CURVE 50 HZ-1450 RPM
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HTM SS Metallic mag drive 
centrifugal pumps

HTM SS Pompe centrifughe 
a trascinamento magnetico 
in metallo

50 HZ-2900 RPM CURVES - CURVE 50 HZ-2900 RPM

STANDARD
 

OPTIONAL

STANDARD
 

OPTIONAL
 

 
 
 
 
 
 

HTM PP/ PVDF
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MAG-DRIVE 
CENTRIFUGAL 

PUMPS

 Q max: 50 m3/ h - H max: 32 mlc

 Materials: PP / PVDF

HTT

REGENERATIVE 
MAG-DRIVE 

TURBINE PUMPS

 Q max: 8 m3/ h - H max: 34 mlc

 Materials: PP / PVDF

HPP - HPF

MAG-DRIVE 
VANE PUMPS 

SELF-PRIMING

 Q max: 400 l/ h - H max: 5 bar

  Materials: PP / PVDF

HCO

MECHANICAL SEALED
CENTRIFUGAL PUMPS

 Q max: 60 m3/ h - H max: 38 mlc

 Materials: PP / PVDF

PVA

VERTICAL 
CENTRIFUGAL PUMPS

 Q max: 30 m3/ h - H max: 34 mlc

 Materials: AISI 316 / TITANIUM

HTF

DRUM PUMPS

 Q max: 130 l/ min - H max: 22 mlc

 Materials: AISI 316 / PP / PVDF

HTM SS

HTA

REGENERATIVE 
MAG-DRIVE

TURBINE PUMPS

 Q max: 7 m3/ h - H max: 85 mlc

 Materials: AISI 316 L  / HASTELLOY-C / TITANIUM

HTP

ROTARY VANE 
MAG-DRIVE PUMPS 
DRY SELF-PRIMING

  Q max: 2000 l/ h - H max: 12 bar

 Materials: AISI 316 L / HASTELLOY-C / TITANIUM

VPM / VPS / VPL

LIQUID RING 
VACUUM PUMPS

 Q max: 450 m3/ h - H max: 33 mbar

 Materials: AISI 316/316 L SS / ALLOY 20
HASTELLOY-C / TITANIUM

HVL

VERTICAL 
CENTRIFUGAL PUMPS 

OPEN IMPELLER

  Q max: 55 m3/ h - H max: 36 mlc

 Materials: PP / PVDF

W 01

WATTMETRIC RELAY

DRY-RUNNING 
PROTECTION

RANGE OF PRODUCTION - PANORAMA PRODUTTIVO

D
O

C
 2

.2
.2

. -
  A

ll 
d

at
a 

st
at

ed
 in

 t
he

 le
af

le
t 

ar
e 

m
er

el
y 

an
 in

d
ic

at
io

n 
an

d
 a

re
 li

ab
le

 t
o 

ch
an

ge
 w

ith
ou

t 
no

tic
e.

MAG-DRIVE 
CENTRIFUGAL 

PUMPS

 Q max: 30 m3/ h - H max: 24 mlc

 Materials: AISI 316
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Le pompe centrifughe in metallo a trascinamento magnetico 
serie HTM SS sono realizzate in AISI 316 o, a richiesta, in altri 
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FEATURES CARATTERISTICHE
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Le pompe centrifughe in metallo a trascinamento magnetico 
CARATTERISTICHE

50 HZ-1450 RPM CURVES - CURVE 50 HZ-1450 RPM




